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ARMOURPLAST APP’

The Complete Roofing System

The Armourplast Modified Bitumen System is a complete,
self-contained roofing or waterproofing system. By employing
the membrane components of the system according to IKO’s
recommended application techniques, applications may be
achieved over a wide variety of substrates on roofs of many
designs or shapes.

Armourplast modified bitumen roofing and waterproofing
systems deliver superior performance and excellent protection.
They can be used as a two-ply system that is quickly installed,
easy to maintain, and highly cost-efficient.

Simple To Apply

Armourplast is applied by heat-welding the membrane,
fusing it to a substrate, and using the same heat-welding
technique to heat weld the seams. It installs easily over existing
asphalt membranes (primed) with no additional asphalt or
adhesives. Armourplast is compatible with existing BUR
products and can be applied in the same way as any
ordinary heat-welded elastomeric roofing system.

Easy Maintenance

Easy inspection allows damaged areas to be readily identified,
and repairs may be performed with a hand torch and
round-nosed trowel.
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ARMOURPLAST APP ROLLS

Tough, Long-Lasting Construction
Armourplast is made from a strong, non-woven, reinforced
polyester mat which is coated with APP modified bitumen.
Atactic Polypropylene (APP) is a plastic-based chemical that
endows the asphalt with some amazing qualities:

B Superior toughness

B Excellent moisture resistance

B Greater protection against ultraviolet radiation
Armourplast is a long-lasting, durable membrane which
can be applied to a wide variety of surfaces on roofs of
almost any shape or design.

Protection From The Elements

Used as recommended, Armourplast systems provide superior
protection against water leakage and extreme weather variances.
Ceramic-clad mineral granules are embedded into the top
surface of Armourplast Granular for greater resistance
to damaging ultraviolet rays. Armourplast Classic APP
roofing systems require a compatible coating applied no
sooner than thirty (30) days nor later than ninety (90) days
after completion of the roof.

Quality Assurance

Armourplast is manufactured under stringent quality control
test requirements, involving continuous testing and product
research. Before the finished product leaves the plant, it

will have displayed high tensile strength, optimal granule
adhesion, high fatigue endurance, exceptional resistance to
aging and weathering, and excellent puncture resistance.
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Note: All values shown are approximate. Product and color availability
subject to shipping area. The information in this document is subject to
change without notice. IKO assumes no responsibility for errors that may
appear in this document.
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