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BUILDING CENTRES WWWHBCICa

St. Catharines - Port Colborne - Hamilton - London - Sarnia - Kitchener - Oakville
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Ice & Water Protector
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ArmourGard

Ice & Water Protector

SPECIFICATIONS (approximate) 1 square’ 2 square
Length 10.2m (33' 4") 19.8 m (65")
Width 914 mrr;éér") 7 914 mm (36")
Roll Contents 9.2 m* (100 sq. ft.) 18.1 m’ (195 sq. ft.)
Nominal Thickness 1.7 mm (67 mil) 1.7 mm (67 mil)

'Available from Eastern plants only.

B Application Directions

Surface Preparation

The roof deck must be clean, smooth, dry, and free of sharp protrusions.
Metal and masonry surfaces must be primed.

Installation

1.
2.
3.
. Carefully reposition the membrane down onto the deck and press firmly in place. Avoid wrinkles.

Cut the membrane into 3 mto 4.5 m (10 ft. to 15 ft.) lengths.
Unroll and align with the lower edge of roof. Tack top selvage edge with four equally-spaced temporary fasteners.
Lift the lower half and remove the lower release film, exposing the adhesive surface.

Remove temporary fasteners.

. Fold top half down and remove release film.
. Carefully reposition the membrane up onto the deck and press firmly in place. Avoid wrinkles.

If two courses are required, the top course should overlap the selvage tape on the lower course.

End laps must be at least 15 cm (6 in.) and rolled to ensure adhesion and should be located at least 61 cm (24 in.)
from those in the previous course.

Apply each course carefully.

Ideally suited for low sloped roof areas. Cover entire area with ArmourGard Ice & Water Protector, lapped as
outlined above, and then shingle as per normal shingle exposures.

Caution: ArmourGard Ice & Water Protector is a vapor barrier. If it is used to cover the entire roof area, adequate
and proper ventilation is necessary to avoid condensation beneath the roof deck.
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